


5.9.3 Trajectory
① Rotate the rotary knob to move the cursor to “Trajec-
tory”, then short press the knob to the third-level  

② Rotate the knob again to move the cursor to 
“Setting”, and short press the knob. There you can 

configure the parameters as needed, including Scope 
Height, Wind Velocity, Bullet Weight, Muzzle Velocity, 
BC, Wind Direction, Temperature, and Pressure.

③ When any parameter is selected for modification, the 
cursor would automatically move to the keyboard 
section on the right side of the screen.

④ Click “Enter” and the cursor will return to left side of 
the screen.

⑤ Move the cursor and click the Back icon to return to 
the previous screen.

 Hands-On:
Users first need to move the cursor to “ON” to turn 
on the Trajectory function.

After activation, an “Up Arrow” icon will appear in 
the center of the screen. When the icon doesn’t 
match the coordinates after zeroing, users should 
aim it at the certain target, then fill in the actual 
parameters into the “Setting” interface. 

 Attention:
1.Trajectory needs to be carried out after zeroing, other-
wise there is no practical significance.

2.When Trajectory is turned on, the device will automat-
ically switch to single ranging mode.5.11 ① 5.11 ② 
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5.10 Reticles

3

5 Colors

1-8

Rotate the knob to select the type of reticles. There 
are 8 types of reticles set for selection.

Rotate the knob to select the color of reticles. There 
are 5 options: Black, White, Red, Green, and Blue.

Rotate the knob to select the brightness of reticles. 
There are 3 degrees of brightness set for selection.

3 Colors

Brightness

Color

Type

Dot

Rotate the knob to adjust the color of the Dot. There 
are 3 options: Red, Blue, and Green.

FFP/SFP

Move/ 
Center

Rotate the knob to select the location of reticles. 
There are 2 options: “Move” and “Center”.
Move: Under 1x magnification, the location of the 
reticle keeps the same as the zeroing coordinates. 
The reticle will be returned to the center of the 
screen when image is zooming in.
Center: When zeroing is finished, the screen will be 
slightly enlarged based on the zeroing coordinates. 
The reticle will be returned to the center of the 
screen. When zooming in or out, the reticle will 
always enlarge at the center of the screen.

FFP: The reticle changes as zooming in;
SFP: The reticle doesn’t change as the zooming in; 

ON/OFF

Mode

Location

Reversal

Reticle polarity reverse helps find and lock small 
target. (Only for Black & White Reverse)
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Network Connection6
Users could download our mobile APP named “ThermTEC 
Outdoor” from the Apple App Store and Google Play, or by 
scanning the QR code on the packaging or user manual.

① Turn on the device’s Hotspot, then you can set password 
here.

② Connect your mobile phone to devices’ Hotspot via WLAN.
③ After successful connection, you can control devices via APP.

6.2 Connect via Hotspot

6.1 App Download
① Short press the rotary knob to enter the sub-menu of 

“Blind Pixel”.
② There are three options: Cancel, Save, and Replace. 
Replace: the blind pixel on the screen can be replaced. 
When finished, long press the middle of the rotary knob 
to exit.

5.11 Blind Pixel

5.11 ①

5.11 ②
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Firmware Upgrade

① Users could download corresponding upgrade pack-
age from our website. After that, connect your device to 
PC via Type-C cable and copy the firmware to device’s 
file folder.

② Enter the Settings menu and select “Update”. A 
pop-up window will appear, prompting “Program 
Updating.”
③ When the update is completed, the device will 
automatically restart.

7.1 Upgrade via PC

Ares 2.0(L) series thermal imaging scope could be inter-
connected with the “ThermTec Outdoor” APP, which 
allows users to transfer files from device to smartphone 
or tablet via Hotspot, easily achieving remote control.

Users could refer to the following steps to realize 
device firmware upgrade via our mobile APP:

① Open the ThermTec Outdoor APP.

② Turn on the Hotspot of the device, and connect your 
mobile phone to devices’ Hotspot via WLAN.

③ Select “Update” from the menu options.

④ It will take a continuous period of time for download-
ing and upgrading if a new version of firmware is detect-
ed, so please be patient.

⑤ Once the upgrade is complete, the device will reboot 
automatically.

7.2 Upgrade via 
        Mobile Application

5.12 ①

5.12 ② 5.13 ③
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