


10.CAPTURING AND RECORDING
There is built-in 64GB storage space set for image capturing and video recording. The files of images and videos will 
be named by time, so it is recommended to set the time in the main menu or synchronize the time in the settings of 

“ThermTec Outdoor” APP before using the image capturing and video recording function.

Image Capturing

Video Recording

Press the camera button “M” to take a photo and a 
capture icon appears on the screen.
Images are saved in the built-in storage space.

Press and hold down the camera button “M” to start 
a video recording.
A recording timer displays on the top of the screen. 
The time format is HH:MM:SS (Hour:Minute:Second).
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11.MEMORY ACCESS

12.HOTSPOT FUNCTION

When the device is turned on and connected to a computer, it is recognized by the computer as a flash 
memory card, which is used to access the device's memory and make copies of pictures and videos. 
     Turn on the Hunt LRF and connect it with the computer via Type-C cable.
     Images and videos are saved separately in the folders of “Capture” and “Record”. 
     RAV videos are saved in the file named RAV.
     There are different images and videos named by time in the storage.
     Select desired files or folders to copy or delete.

A built-in hotspot module is integrated in the Hunt LRF, which enables the device to connect wirelessly to 
external devices such as smart phones.

You may enter the menu and enable other functions during video recording. Press and hold down the camera 
button “M” to stop and save the recording. The videos are saved in the built-in storage space.

The number of the recorded files is limited by the capacity of the internal memory. 
Check the available space of the built-in storage card regularly and move the 
footage to other storage media to free up the memory card space.

Caution:
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Turn on “ThermTec Outdoor” APP, select Wi-Fi, and type in the password on the mobile device to finish the 
connection. The initial password is 12345678.
When Wi-Fi is successfully connected, you can control the device via “ThermTec Outdoor” APP.

The Hunt LRF series allows users to change the password of device hotspot in the Hotspot settings.
Set the Hotspot password

Double click "M" button to enter the main menu.

Turn Hotspot function on /off with a short press of "M" button.
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13.REMOTE CONTROL
Hunt LRF series, which takes no attachment over device's surface, boasts of eminent ring-control design to better 
operate the device itself. It could connect the device via Bluetooth.

Turn on the Bluetooth of your device.

Open the battery case of the remote and await it 
detecting around to check the Bluetooth of your 
device.
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The remote control can be used continuously for more than 10 hours in one time and it could reach almost 48 
hours with the charging case. 
If the battery runs out, it will flash between red and blue, you may charge it directly through the charging case 
now, or charge the battery case and put the remote control into it to charge them at the same time. 
Once the device connects with one remote control, it wouldn't display or connect with other remote controls. 
Please unlock the pairing by pressing the M button for 10s before connecting with another remote control.

After connection, you can control the Hunt LRF
remotely.
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You may download the “ThermTec Outdoor” APP through the QR code 
shown on the packing box, user manual or below.

A technical inspection of the device is recommended before use. 

Maintenance should be carried out at least twice a year and consist of the following actions. 

14.DOWNLOAD “ThermTec Outdoor” APP

15.TECHNICAL INSPECTION

16.MAINTENANCE

Check the external appearance of the device (there should be no cracks in the casing). 
Check the condition of the lens and eyepiece (there should be no cracks, greasy spots, dirt or other deposits).
Check the image, no dead pixels, no lines on the screen or please contact where you bought for replacement. 
Attention: artificial reasons lead to burnt sensor will not be covered in the warranty.

Wipe the external surfaces of metal and plastic parts free of dust and dirt with a cotton cloth. Silicone grease maybe 
used for this. 
Check the glass surfaces of the eyepiece and the lens. If necessary, remove dust and sand from the lenses (preferably 
using a non-contact method). Cleaning of the external surfaces of the optics should be done with substances 
designed especially for this purpose.
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17.FIRMWARE UPGRADE
Hunt LRF series thermal clip-on is supported by the “ThermTec Outdoor” APP, which allows you to transmit 
the images and videos from the device to the smartphone or tablet via Hotspot in real time. The electronic 
version of this User Manual and the latest firmware can be downloaded from the ThermTec website: 
www.thermeyetec.com. Firmware upgrade can also be finished via the “ThermTec Outdoor” APP.

Enter the ThermTec Outdoor APP. 
After connection, the APP will show if there is available firmware update.
Before downloading the firmware, please turn on your mobile data.
After downloading the firmware and prepare for upgradation, please turn off the mobile data for stable 
upgradation.
After finishing the update, the device will reboot.

Please download corresponding upgrading package from official website. www.thermeyetec.com.
Connect the device to PC via Type-C data cable. 

Upgrading via APP

Upgrading via PC
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Copy the related updating firmware to the file folder named storage of the Hunt LRF. Press “M” to 
select Update icon, and the system will prompt “Update”.
Enter Version menu to check firmware version.
Detailed instruction video can be found from the official channel.
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